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Instant-healing

Anti-yellowing

Stain resistance

High gloss finsh

Super easy install

7 Year warranty

Performance Test Test Condition Typical Values

P H YS I CA L 
P R O P E R T I E S

TPU 150µm

Top  Coat 13µm

Adhesive 30µm

Liner 75µm

Overal Thickness (μm) 193µm

M E C H A N I CA L
P R O P E R T I E S

Tensile Strength ASTM D882 > 15 mpa

Elongation at Break ASTM D882 > 300%

P E E L S T R E N G T H Initial Peel 20min, RT > 400 N/m

Normal State 72h, RT > 400 N/m

After Water Immersion 400h, 40°C > 400 N/m

After Accelerated Weathering 2000h, QUV > 400 N/m

AG I N G T E S T Heat Aging 16 days, 80°C (NDE) No Detrimental Effect

Water Immersion 400h, 40°C (NDE) No Detrimental Effect

Accelerated Weathering 2000h, QUV (NDE) No Detrimental Effect

Boiling Water 5 min (NDE) No Detrimental Effect

G L O S S Gloss 60° > 85 GU

S T O N E C H I P
R E S I S TA N C E

Gravelometer SAE J400 Pass

S O LV E N T  
R E S I S TA N C E

Water & Soap Spotting 24h (NDE) No Detrimental Effect

Acid Spotting 24h (NDE) No Detrimental Effect

Isopropyl  Alcohol 24h (NDE) No Detrimental Effect

Hexane/Toluene 24h (NDE) No Detrimental Effect

Motor Oil 24h (NDE) No Detrimental Effect


